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Standard
 Input Range

Factory Pre-Installed 
range in Bold type

Display reading 
3.5 digit

Display reading 
4.5 digit

Custom
Range Change 

ZR

Custom
Scale Change 

ZS

Custom 
Display reading 

3.5 digit /  4.5 digit
examples

Custom
Scale Change 

ZS

2V (Factory Pre-install) 0-1.999 0-1.9999 no no 2.50 / 2.500 yes

20V 0-19.99 0-19.999 yes no 400 / 4000 yes

200V 0-199.9 0-199.99 yes no 500 / 5000 yes

4-20mA (IP01/02) 0-100.0 0-100.00 no no 200 / 2000 yes

0-20mA (ID03) 0-19.99 0-19.999 no no 1500 / 15000 yes

20/50/100/200mVDC 0-100.0 0-100.00 no no 900 / 9000 yes

50mVDC (ID02) 0-100.0 0-100.00 yes no 1200 / 12000 yes

Custom
 Input Range

20VDC/200VDC

Display reading 
3.5 digit

Display reading 
4.5 digit

Custom
Range Change 

ZR

Custom
Scale Change 

ZS

Custom 
Display reading 

3.5 digit /  4.5 digit
examples

Custom
Scale Change 

ZS

5V 0-5.00 0-5.000 yes no 700 / 7000 yes

10V 0-10.00 0-10.000 yes no 1200 / 1200.0 yes

15V 0-15.00 0-15.000 yes no 18.00 / 18.000 yes

25V (200V) 0-25.0 0-25.00 yes no

40V (200V) 0-40.0 0-40.00 yes no

0-5AAC
CT ratio 100A/5A 0-100.0 0-100.00 no no 750 / 14500 yes


